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STANDARD OUTDOOR CLOCKS 
 

Digital clocks with time, date and temperature displaying functions for outdoor use. Automatically ventilated 
box in black aluminium. Available in single face or double face version. Automatic brightness regulation, pos-
sibility to exclude programs, DCF77 radio synchronization as standard . Available with a wide selection of 
accessories and optionals.  

Model Note 
Character 

Height 
(cm) 

LED 
Rows 
(no.) 

Total LEDs  
(no.) 

Box  
Dimension 

(cm) 

Green or Blue 
LED 

Price € 

Red or Amber 
LED 

Price € 

ODTM12 O.D.T. 
SINGLE 

SIDE 12  
1 186 51x22x11 673,00 599,00 

ODTB12 O.D.T. 
DOUB. 
SIDE 1 372 51x22x16 920,00 790,00 

ODTM17 O.D.T. 
SINGLE 

SIDE 17  
2 468 63x27x11 873,00 795,00 

ODTB17 O.D.T. 
DOUB. 
SIDE 2 936 63x27x16 1.261,00 1.115,00 

ODTM23 O.D.T. 
SINGLE 

SIDE 23  
2 656 81x35x11 1.285,00 1.105,00 

ODTB23 O.D.T. DOUB. 
SIDE 

2 1312 81x35x16 2.069,00 1.595,00 

ODTM30 O.D.T. 
SINGLE 

SIDE 30  
3 929 104x43x11 2.580,00 1.689,00 

ODTB30 O.D.T. 
DOUB. 
SIDE 3 1858 104x43x16 3.515,00 2.535,00 

ODTM40 O.D.T. 
SINGLE 

SIDE 40  
4 1760 134x52x11 2.773,00 2.134,00 

ODTB40 O.D.T. 
DOUB. 
SIDE 4 3520 134x52x16 4.672,00 3.416,00 

ODTM50 O.D.T. 
SINGLE 

SIDE 50  
5 2557 170x62x11 3.945,00 2.900,00 

ODTB50 O.D.T. 
DOUB. 
SIDE 5 5114 170x62x16 7.000,00 5.031,00 

ODTM60 O.D.T. 
SINGLE 

SIDE 60  6 3648 210x72x11 7.716,00 5.879,00 

ODTM80 O.D.T. 
SINGLE 

SIDE 80  7 5188 300x100x11 11.465,00 8.500,00 

ODTM120 O.D.T. SINGLE 
SIDE 120 10 8372 370x140x11(in 

due box) 
15.500,00 11.924,00 

ODTM180 O.D.T. SINGLE 
SIDE 180 10 16300 550x220x11(in 

due box) 
28.681,00 19.341,00 

QUADRANTE - ANALOGIC PLUS DIGITAL OUTDOOR CLOCK 
 

Digital clocks with time, date, temperature and analogic seconds displaying functions for outdoor use. Automatically ventilated 
box in black aluminium. Possibility to exclude programs, DCF77 radio synchronization as standard.  

Model Note 
Character 

Height 
(cm) 

LED 
Rows 
(no.) 

Total LEDs  
(no.) 

Box  
Dimension 

(cm) 

Green or Blue 
Price € 

Red or Amber 
Price € 

QODTM17 O.D.T. 
SINGLE 

SIDE 17 2 468 + 336 90 x 90 x 11 2.360,00 2.100,00 

OUTDOOR LED CLOCKS ������ �
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Model Note 
Character 

Height 
(cm) 

LED 
Rows 
(no.) 

Total 
LEDs  
(no.) 

Box  
Dimension 

(cm) 

White and  
Blue LED 

Price € 

Green and Blue 
LED 

Price € 

Green and 
Red LED 
Price € 

Red and 
Amber LED 

Price € 

QODM8i O. D. 
SINGLE 

SIDE 10  1 - - - 50 x 50 x 6 1.740,00 1.640,00 1.540,00 1050,00 

QUADRANTE INDOOR  
 

Digital clocks with time, date,  and analogic seconds displaying functions for indoor use. Small box in black alumin-
ium. Possibility to exclude programs, DCF77 radio synchronization as standard.  

Model Note 
Character 

Height 
(cm) 

LED 
Rows 
(no.) 

Total LEDs  
(no.) 

Box  
Dimension 

(cm) 

White LED 
Price € 

Green LED 
Price € 

Red or Amber  
LED 
Price 

ODM10i O. D. 
SINGLE 

SIDE 10  1 150 40 x 18 x 6 750,00 673,00 575,00 

ODM12i O. D. 
SINGLE 

SIDE 12 1 186 51 x 22 x 6 750,00 673,00 585,00 

ODM17i O. D. 
SINGLE 

SIDE 17  2 468 63 x 27 x 6 1.048,00 873,00 785,00 

INDOOR DECORATIVE CLOCK 
 

Digital clocks with time and date displaying functions for indoor use. Small box in black aluminium. Possibility to 
exclude programs, DCF77 radio synchronization as standard.  

Model Note 
Character 

Height 
(cm) 

LED 
Rows 
(no.) 

Total LEDs  
(no.) 

Box  
Dimension 

(cm) 

Red or Amber  
LED 
Price 

ODM18i O. D. SINGLE 
SIDE 18  2 929 63 x 27 x 8 250,00 

ODM22i O. D. SINGLE 
SIDE 22 2 1760 80 x 30 x 11 299,00 

ODM25i O. D. SINGLE 
SIDE 25  3 2557 99 x 40 x 8 350,00 

INDOOR INDUSTRIAL CLOCK 
 

Digital clocks with time and date displaying functions for indoor use. Thanks to the size of the characters they are 
ideal to be used in industrial surroundings and inside factories. Small and extremely light-weight box in black alu-
minium. Possibility to exclude programs, DCF77 radio synchronization as standard.  

Model Note Total LEDs  
(no.) 

Box External  
Diameter 

(cm) 

Box Internal  
Diameter 

(cm) 

Box Thickness
(cm) 

Price € 
 

QRGBi 
HOURS 
MINUTS 

SECONDS 

SINGLE 
SIDE 

84 37,5 25 3,5 950,00 

             QUADRANTE INDOOR  RGB  
 

Digital clocks with hour, minutes and seconds displaying functions for indoor use. Small box in bronze brass. DCF77 
radio synchronization. Selection and combination of colours. Possible computer assistance.  

INDOOR LED CLOCKS ������ �
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The Hitechled range includes a series of LED clocks, subdivided according to the type of application.  
Available in indoor or outdoor version to display all kind of information such as: time, date, temperature and percentage of the relative humidity accord-
ing to the selected configuration.  
The standard version of the indoor clocks (present in the catalogue) only displays time and date; the standard version of the outdoor clocks (present in 
the catalogue) displays time, date and temperature. To display the percentage of the relative humidity it is necessary to install the control unit CRTH 
(optional) to the clock. 
All Hightechled clocks are equipped with the Radio DCF77 synchronism for the automatic regulation of time and date. The height of the led characters 
in the standard versions goes from 12 to 100 cm. It is possible to provide other dimensions on specific request. �
 
3 year warranty ex works.  
 
For more information please visit our website: www.hitechled.it �

STANDARD EQUIPMENT  

 
- Infrared remote control (10m) 
- Radio synchronism DCF 77 
- Automatic brightness regulation 
- Thermostatic fan (except model 12) 
- Radio control (for models over 30 cm HC) 
- Fixing brackets  �

OPTIONALS  

 
- Insulation temperature sensor  
 
- Control unit for the temperature-humidity measure ment with 
radio transmission, including autonomous power supp ly  
- Radio control range 70 m. � 

 Insulation temperature sen-
sor  

 
Euro 31,00 

 Control unit for the tempera-
ture-humidity measurement 

 
Euro 238,00 

Infrared remote control (10m) Euro 55,00 

 

 
Radio control (for models 

over 30 cm HC) Euro 100,00 

 
Radio synchronism DCF 

77Radio synchronism DCF 77 
Euro 60,00 

 
Additional temperature 
sensor cable  

0,92 Euro/mt 

LED CLOCKS - General information 

 Colore Luminosità   
tipica LED 

Angolo         
emissione 

LED 

ROSSO 2.000 mcd 70/40° 

AMBRA 2.500 mcd 70/40° 

VERDE 2.500 mcd 70/40° 

BLUE 1.000 mcd 70/40° 

BIANCO 1.500 mcd 40/40° 

LED SPECIFICATIONS 

What is DCF77? 
 

The DCF77 as standard equipment in the new range of Hitechled LED clocks is a 
radio synchronism enabling the automatic setting of time and date display by means 
of the DCF77 station controlled by the Physikalisch Technische Bundesanstalt in 
Mainflingen, about 25km outside Frankfurt, avoiding manual regulation by the end 
user. The mark DCF77 means: D (Deutschland / Germany), C  (long wave si-
gnal), F (Frankfurt), 77 (Frequency 77,5 kHz)  char acterizing the temporary 
reference maintained by an atomic clock.  This signal will be received within a 
range of  2000 km. This new device extends the standard equipment and accesso-
ries of the Hightechled products offering excellent functionality and high efficiency 
combined with considerable savings.   
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OUTDOOR LED LIGHT PANELS - SINGLE ROW � 

Model 
Character 

Height 
(cm) 

Characters 
Displayed 

LED per 
PIXEL 

Total LEDs  
(no.) 

Box  
Dimension 

(cm) 

Tricolor RGY 
LED 

Price € 

Green or Blue 
LED 

Price € 

Red or Amber 
LED 

Price € 

G8-1-12 
8 

12  1 504 103 x 21 x 11 2.052,00 1.620,00 1.414,00 

G8-1-16 16  1 672 133 x 21 x 11 2.498,00 2.254,00 1.710,00 

G11-1-12 
11  

12  1 504 140 x 24 x 11 2.160,00 1.700,00 1.480,00 

G11-1-16 16  1 672 180 x 24 x 11 2.561,00 2.388,00 1.780,00 

G11b-1-12 
11b   

12  2 1008 140 x 24 x 11  2.524,00 1.896,00 

G11b-1-16 16  2 1344 180 x 24 x 11  3.189,00 2.350,00 

G12-1-12 
12  

12  3 1512 144 x 24 x 11  3.046,00 2.127,00 

G12-1-16 16  3 2016 195 x 24 x 11  3.884,00 2.618,00 

G14-1-12 
14  

12  4 2016 165 x 27 x 11 4.390,00 3.516,00 2.306,00 

G14-1-16 16  4 2688 220 x 27 x 11 5.446,00 4.482,00 2.882,00 

G17-1-12 
17  

12  5 2520 200 x 30 x 11  3.654,00 3.053,00 

G17-1-16 16  5 3360 260 x 30 x 11  4.952,00 3.892,00 

G21-1-12 

21  
12  6 3024 245 x 38 x 11 7.221,00 5.724,00 4.395,00 

G21-1-16 16  6 4032 320 x 38 x 11 9.200,00 7.343,00 5.517,00 

G28-1-12 

28  
12  7 3528 317 x 45 x 11  6.855,00 5.256,00 

G28-1-16 16  7 4704 428 x 45 x 11  8.899,00 6.835,00 

G40-1-12 

40  
12  12 6048 464 x 62 x 19 16.466,00 12.741,00 9.914,00 

G40-1-16 16  12 8064 612 x 62 x 19 21.222,00 16.723,00 12.995,00 

G50-1-12 

50  
12  16 8064 586 x 74 x 19 22.300,00 17.292,00 14.032,00 

G50-1-16 16  16 10752 770 x 74 x 19 29.000,00 22.468,00 18.258,00 

 

Outdoor led light panels available in 5 monochrome version or tricolor 
version,Time and Date indication. 
Optionals: Temperature probe, Temperature and Humidity measuring 
control unit . 
Single side panels. 
 

 

EXAMPLE OF SINGLE ROW PANEL WITH THREE LEDS PER 
PIXEL: 
 
CHARACTER HEIGHT = 12 cm � 

������ �
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Model 
Character 

Height 
(cm) 

Rows 
No. 

Characters 
Displayed 
Per Row 

LED 
per 

PIXEL 

Total 
LEDs  
(no.) 

Box  
Dimension 

(cm) 

Tricolor RGY 
LED 

Price € 

Green or Blue 
LED 

Price € 

 
Red or Amber 

LED 
Price € 

 

G8-2-16 

8  

2 16  1 1344 138 x 48 x 11 4.120,00 3.200,00 2.800,00 

G8-3-16 3 16  1 2016 138 x 70 x 11 6.180,00 4.800,00 4.200,00 

G8-4-16 4 16  1 2688 138 x 86 x 11 6.525,00 5.200,00 4.500,00 

G8-5-16 5 16  1 3360 138 x 103 x 11 8.156,00 6.500,00 5.625,00 

G8-6-16 6 16  1 4032 138 x 120 x 11 9.350,00 7.000,00 6.100,00 

G8-7-16 7 16  1 4704 138 x 136 x 11 10.908,00 8.167,00 7.117,00 

G8-8-16 8 16  1 5376 138 x 153 x 11 13.347,00 9.190,00 7.790,00 

G11-2-16 

11  

2 16  1 1344 183 x 54 x 11 4.390,00 3.600,00 3.150,00 

G11-3-16 3 16  1 2016 183 x 79 x 11 6.585,00 5.400,00 4.875,00 

G11-4-16 4 16  1 2688 183 x 99 x 11 7.999,00 5.850,00 5.100,00 

G11-5-16 5 16  1 3360 183 x 118 x 11 9.999,00 7.313,00 6.375,00 

G11-6-16 6 16  1 4032 183 x 128 x 11 10.315,00 8.230,00 7.000,00 

G11-7-16 7 16  1 4704 183 x 157 x 11 12.034,00 9.602,00 8.167,00 

G11-8-16 8 16  1 5376 183 x 177 x 11 15.918,00 10.200,00 9.050,00 

G12-2-16 

12  

2 16  3 4032 200 x 54 x 11  7.012,00 4.649,00 

G12-3-16 3 16  3 6048 200 x 79 x 11  10.186,00 6.519,00 

G12-4-16 4 16  3 8064 200 x 99 x 11  13.350,00 8.389,00 

G12-5-16 5 16  3 10080 200 x 118 x 11  16.530,00 10.258,00 

G12-6-16 6 16  3 12096 200 x 138 x 11  19.700,00 12.128,00 

G12-7-16 7 16  3 14112 200 x 158 x 11  22.875,00 13.997,00 

G12-8-16 8 16  3 16128 200 x 178 x 11  26.050,00 15.867,00 

G14-2-16 

14  

2 16  4 5376 220 x 54 x 11 10.721,00 8.450,00 5.358,00 

G14-3-16 3 16  4 8064 220 x 84 x 11 15.639,00 12.310,00 7.595,00 

G14-4-16 4 16  4 10752 220 x 105 x 11 20.559,00 16.170,00 9.833,00 

G14-5-16 5 16  4 13440 220 x 126 x 11 25.476,00 20.030,00 12.070,00 

G14-6-16 6 16  4 16128 220 x 148 x 11 29.396,00 23.900,00 14.309,00 

G14-7-16 7 16  4 18816 220 x 169 x 11 34.316,00 27.760,00 16.548,00 

G14-8-16 8 16  4 21504 220 x 190 x 11 38.234,00 31.600,00 18.784,00 

G17-2-16 

17  

2 16  5 6720 265 x 68 x 11  10.640,00 6.765,00 

G17-3-16 3 16  5 10080 265 x 97 x 11  15.532,00 9.888,00 

G17-4-16 4 16  5 13440 265 x 123 x 11  20.420,00 12.810,00 

G17-5-16 5 16  5 16800 265 x 148 x 11  25.310,00 15.733,00 

G17-6-16 6 16  5 20160 265 x 174 x 11  30.200,00 18.655,00 

G17-7-16 7 16  5 23520 265 x 199 x 11  35.100,00 21.577,00 

G17-8-16 8 16  5 26880 265 x 225 x 11  39.990,00 24.499,00 

Multiple row light panels available in 5 monochrome versions or in tricolor version. All panels are available with 2 to 8 
rows with 16 displayed characters, Time and date indication.  
Optionals:  Temperature, DCF77 synchronism, Temperature and humidity measuring control unit. Single side panels  

OUTDOOR LED LIGHT PANELS - MULTIPLE ROW � 
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Model 
Character 

Height 
(cm) 

Rows 
No. 

Graphics 
Area 
Pixel 

LED pitch 
Box  

Dimension 
(cm) 

Tricolor RGY 
LED 

Price € 

Green or 
Blue 
LED 

Price € 

Red or 
Amber 

LED 
Price € 

G19-1-16  
19 

9,5 + 9,5   
2  96 x 16  12 mm  138x30x11  4.350,00 3.336,00 2.8 70,00 

G25-1-16  
25 

12,5 + 12,5   
2    96 x 16   17 mm   183x40,5x11  4.780,00 3.790, 00 3.200,00 

 
 

Outdoor light panels available in 5 monochrome versions or in TRICOLOR 
version. Time and date indication. 
Optionals: Temperature, DCF77 synchronism and humidity measuring 
control unit. Single side panels. 

Model Rows 
No. 

Character 
Height 
(cm) 

Graphics 
Area 
Pixel 

LED pitch 
Box  

Dimension 
(cm) 

Tricolor  
LED 

Green Red (Giallo) 
Blue Ambra (Bianco) 

Green or 
Blue 
LED 

Price € 

 
Red or Am-

ber 
LED 

Price € 
 

GG8 3 16 3 

9.5 cm  

96 X 24 

12 mm  

138 X 40 X 11  4.611,00 3.875,00 

GG8 4 16 4 96 X 32 138 x 65 x 11  5.950,00 5.000,00 

GG8 6 16 6 96 X 48 138 x 82 x 11  8.550,00 7.343,00 

GG8 8 16 8 96 X 64 138 x 98 x 11  10.778,00 8.818,00 

GG8 4 20 4 120 X 32 203 x 65 x 11  7.438,00 6.250,00 

GG8 6 20 6 120 X 48 203 x 82 x 11  10.688,00 9.178,00 

GG8 8 20 8 120 X 64 203 x 98 x 11  13.473,00 11.023,00 

GG11 3 16 3 

12.5 
cm  

96 X 24 

17 mm  

183 x 53 x 11 6.898,00 5.425,00 4.573,00 

GG11 4 16 4 96 X 32 183 x 74 x 11 8.900,00 7.000,00 5.900,00 

GG11 6 16 6 96 X 48 183 x 100 x 11 13.350,00 10.500,00 8.850,00 

GG11 8 16 8 96 X 64 183 x 114 x 11 15.950,00 11.990,00 10.600,00 

GG11 4 20 4 120 X 32 220 x 74 x 11 11.125,00 8.750,00 7.375,00 

GG11 6 20 6 120 X 48 220 x 95 x 11 16.688,00 13.125,00 11.063,00 

GG11 8 20 8 120 X 64 220 x 114 x 11 19.950,00 14.900,00 13.250,00 

OUTDOOR GRAPHICS PANELS 
 

Outdoor graphic panels available in 5 monochrome versions or in TRICOLOR version. Time and date indication. Can 
also be used as stop watch and count-up/count-down day watch. Optionals:Temperature, DCF77 synchronism and hu-
midity measuring control unit. Single side panels. 

DUPLEX - OUTDOOR GRAPHIC PANELS ������ �
�������	
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SPECIAL OPTIONAL 

ID Description Price € 

CLUM             Light casing to insert a logo 500 + 300 euro/
m² 

Model 
Character 

Height 
(cm) 

Rows 
No. 

Characters 
Displayed 

LED 
per 

PIXEL 

Total 
LED 
No. 

Box  
Dimension 

(cm) 

Tricolor RGY 
LED 

Price € 

Red or Amber 
LED 

Price € 

G11 4 16 

11 

4 16 1 2.688 183 x 95 x 11 7.999,00 5.100,00 

G11 6 16 6 16 1 4.032 183 x 133 x 11 10.315,00 7.000,00 

G11 4 20 4 20 1 3.360 220 x 95 x 11 9.999,00 6.375,00 

G11 6 20 6 20 1 5.040 220 x 133 x 11 12.890,00 8.750,00 

G11 4 24 4 24 1 4.032 260 x 95 x 11 11.999,00 7.650,00 

G 11 6 24 6 24 1 6.048 260 x 133 x 11 15.468,00 10.500,00 

G12 4 16 

12 

4 16 3 8.064 200 x 95 x 11  8.389,00 

G12 6 16 6 16 3 12.096 200 x 133 x 11  12.128,00 

G12 4 20 4 20 3 10.080 250 x 95 x 11  10.485,00 

G12 6 20 6 20 3 15.120 250 x 133 x 11  15.160,00 

G12 4 24 4 24 3 12.096 300 x 95 x 11  12.582,00 

G12 6 24 6 24 3 18.144 300 x 133 x 11  18.192,00 

CITY NEWS - OUTDOOR MULTIPLE ROW LIGHT PANELS 
 

Multiple row light panels  for outdoor use available in monochrome version (Red or Amber) or TRICOLOR. Single side panels. 

Model 
Character 

Height 
(cm) 

Rows 
No. 

Characters 
Displayed 

Graphic Area 
Pixel 

LED pitch 
Box  

Dimension 
(cm) 

Tricolor RGY 
LED 

Price € 

Red or Amber 
LED 

Price € 

GG11 4 20 

12,5 

4 20 120x32 17 mm 220x74x11 11.125,00 7.375,00 

GG11 6 20 6 20 120x48 17 mm 220x95x11 16.688,00 11.063,00 

GG11 8 20 8 20 120x64 17 mm 220x114x11 19.950,00 13 .250,00 

GG11 4 24 4 24 144x32 17 mm 260x74x11 13.350,00 8.850,00 

GG11 6 24 6 24 144x48 17 mm 260x95x11 20.025,00 13. 275,00 

GG11 8 24 8 24 144x64 17 mm 260x114x11 23.940,00 15.900,00 

CITY NEWS - OUTDOOR GRAPHIC PANELS 
 

Outdoor graphic panels available in monochrome version (Red or Amber) or TRICOLOR. 
Time and date indication.  Optionals: Temperature, DCF77 synchronism and humidity measuring control unit. Single side panels. 

CITY NEWS - OUTDOOR LIGHT PANELS ������ �
������	
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The Hitechled range includes a series of led light panels for indoor / outdoor use, available in single row or multiple row version, subdivided by dimen-
sions, efficiency and colour. All panels come with an automatically ventilated box in black aluminium in single face version; on request the double face 
version comes with a 16 cm thick aluminium profile.  
All light panels can be programmed to display still or scrolling messages, different animations and/or information such as time, date and temperature. 
Programming also eables the exclusion to display several or all above mentioned information. The light panels in standard version are all equipped 
with a serial port RS232 for the cable connection to a programming computer (maximum distance 10 m). The equivalent software (included) enables to 
insert, modify and/or cancel scrolling messages and to insert and/or change different functions such as colour, animation and several other parame-
ters. 
The character height goes from 8 to 50 cm. Possibility to choose between multiple row and single row, monocolour, tricolour and duplex. 
It is possible to deliver other dimensions on specific request.  
3 years warranty ex works. For more information please visit our website: www.hitechled.it 

LED LIGHT PANELS - General informations �

STANDARD EQUIPMENT  

 
- Fixing brackets� 
- Automatic brightness regulation 
- Software for PC LEDPRO  (win95 and superior)� 
- Serial connection cable PC 10 m� 
- Functions TIME-DATE� 

GENERAL FEATURES � 
 
- 74.400 memorisable characters 
- FONTS: normal, alternative, double width /height  
- 8 character presentation effects 
- 11 effects ingoing page  
- 11 effects outgoing page 
- 16 animations for each type of font 

 LED Color 

LED 
Typical 

 Luminosity 
  

LED 
View Angle 

  

RED 2.000 mcd 70/40° 

AMBER 2.500 mcd 70/40° 

GREEN 2.500 mcd 70/40° 

BLUE 1.000 mcd 70/40° 

WHITE 1.500 mcd 40/40° 

ID OPTIONALS  Prezzo 

TAST INFRARED REMOTE CONTROL (Max 10 mt) 95,00 

KREM REMOTE PROGRAM SELECTOR WITH KEYBOARD � 250,00 

KLCD REMOTE PROGRAM SELECTOR WITH LCD KEYBOARD � 380,00 

S10I PROGRAM SELECTOR WITH 10 BINARY INPUTS � 300,00 

240U INTERFACE 24 OUTPUTS� 370,00 

CONV CONVERTER RS232/ RS422 (max 1.000m) � 200,00 

TCPIP CONVERTER RS485  /  TCPIP or USB � 350,00 

ACPT WIRELESS ACCESS POINT  215,00 

RMOD RADIOMODEM (MAX 30m) � 350,00 

M56K MODEM 56K� 270,00 

MGSM MODEM GSM  680,00 

DCF77 RADIO SYNCHRONISM  139,00 

SOTE TEMPERATURE MEASURING PROBE � 20,00 

CRTH TEMPERATURE AND HUMIDITY MEASURING CONTROL UNI T WITH 
RADIO TRANSMISSION AND AUTONOMOUS POWER SUPPLY � 

238,00 

CAVO EXTRA CABLE FOR TEMPERATURE SENSOR � 0,92 al ml 

INFRARED REMOTE CONTROL 

CONVERTER  RS485 / TCPIP or USB 

������ �
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CROSS GENERAL FEATURES  

Box� Aluminium varnished with acrylic enamel painting, g reen colour RAL6005 �
Ventilation � Thermostatic fans with intervention at 50°C �
Regulation of brightness � Automatic regulation depending on the outdoor brigh tness on 32 levels �
Standard time / Daylight saving time �Automatic change �
Memory� Maintaining the programming for 3 months in case of  black-out �
Maximum error for clock � Maximum error + - 2 minutes per year �
Front screen � Glued toughened metacrylate 3 mm thick �
Programming � Infrared remote control, 8 selectable patterns �
Warranty� 3 YEARS ex works �

300 30
0 

30
0 

30
0 

900 

CROSS GAME 90 Model  Version 
Box  

Dimension  (cm) 
Total LEDs  

(no.) Price  € 

 

CROSS 
GAME 
 90M 

Single  
Side 

90 x 90 x 11 
224 

Green 
LED     

186 
Red 
LED    

3.300,00 

CROSS 
GAME 
 90B 

Double 
Side 

90 x 90 x 16 
448  
Red 
LED      

372 
Red 
LED    

3.900,00 

CROSS GAME 90 
Pharmacy cross with a height of 90cm available in single face or double face version and in green/red colour. The cross foresees the line change for 
the green and red or amber coloured Leds according to the selected colouring. It provides a series of preset light patterns with infrared remote control 
selection. For this cross the display of time, date, temperature and humidity is not possible.  
 Telescopic feet. 

300 30
0 

30
0 

30
0 

900 

CROSS CLOCK  90 Model  Version 
Box  

Dimension  (cm) 
Total LEDs  

(no.) Price  € 

 

CROSS 
CLOCK 

 90M 

Double  
Side 

90 x 90 x 11 
200 

Green 
LED    

186 
Red 
LED    

3.490,00 

CROSS 
CLOCK 

 90B 

Single 
Side 

90 x 90 x 16 
400  

Green 
LED      

372 
Red 
LED    

4.250,00 

CROSS CLOCK 90 
 

Pharmacy cross with a height of 90cm available in single face or double face version and in green/red colour. The cross foresees an outline of green 
Leds with a red ODT in the centre. The green Leds forming the outline are provided with a series of preset light patterns with infrared remote control 
selection. Furthermore it is possible to program and/or exclude the time, date and temperature displaying functions. DCF77 synchronism and humidity 
measuring control unit optionals. Telescopic feet. 

STANDARD EQUIPMENT  

Infrared remote control 10 m.  
Except for cross game 70 and for 
graphic cross 90. �

Automatic brightness regulation �

Thermostatic fan �

Fixing brackets �

Temperature measuring probe  
Except for CG90 and CROSS-
GAME70�

 
 

The Hitechled range includes a series of LED crosses for pharmacies, available in single or double face version. All crosses are provided with an 
automatically ventilated green aluminium box. Some crosses are equipped with preset light patterns or a clock to display information such as time, 
date and temperature. For these latest crosses, there is the possibility to exclude the display of some or all information relating  to ODT. The graphic 
crosses allow, using dedicated software (included), the programming and display of graphic effects such as blinking, light patterns, ODT, scrolling 
messages and still or motion animated graphics. For more information, photos and video of the pharmacy crosses, visit: www.hitechled.it 

PHARMACY CROSSES 

OPTIONALS Prezzo Euro 

DCF 77 radio synchronism (except for CROSSGAME70) � 60,00 

Temperature measuring sensor (10m). For CG90 � 20,00 

Sun protection tube for sensor measuring temperatur e 
(except for CROSSGAME70) � 31,00 

Temperature-humidity measuring control unit with ra dio transmission 
and autonomous power supply (except for CROSSGAME70 )� 238,00 

Radio control range 100 m (except for CROSSGAME70 a nd CG90)� 100,00 

CONVERTER RS232/ RS422 (max 1.000m)  
(only for CG90) � 200,00 

CONVERTER RS485  /  TCPIP or USB  
(only for CG90 and CROSSGAME 70) � 350,00 
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CROSS CLOCK 120 Model Version Box  
Dimension  (cm) 

LED No. 
Frame  /  ODT 

Price € 

 

CO120M Single  
Side 

120 x 120 x 11 
468 

Green 
LED     

390  
Red 
LED 

5.506,00 

CO120B Double 
Side 

120 x 120 x 16 
936  

Green 
LED   

780  
Red 
LED 

7.624,00 

CROSS CLOCK 120 
 

Pharmacy cross with a height of 120cm available in single face or double face version and in green/red colour. The cross foresees a graphic outline of 
green LEDS  with a red ODT at the centre. The green Leds forming the outline are provided with a series of preset light patterns with infrared remote 
control selection. Furthermore it is possible to program and/or exclude the time, date and temperature displaying functions. DCF77 synchronism and 
humidity measuring control unit optionals. Telescopic feet.� 

GRAPHIC CROSS 90 Model Version Box  
Dimension  (cm) 

LED No. Price € 

 CG90M Single 
Side 

90 x 90 x 11 
1280  

Green 
LED 

  4.887,00 

 CG90B Double 
Side 

90 x 90 x 16 
2560   

Green 
LED 

  4.999,00 

 CG90M 
Bordo 

Single 
Side 

90 x 90 x 11 
1280  
Red 
LED 

504     
Green 
LED 

4.372,00 

 CG90B 
Bordo 

Double 
Side 

90 x 90 x 16 
2560   
Red 
LED 

1008   
Green 
LED 

6.100,00 

GRAPHIC CROSS 90 
 

Pharmacy cross with a height of 90 m available in single face or double face version and in green monochrome version or with an outline of 3 green 
leds and a red internal graphic area. By means of the equivalent software (included) it is possible to program light patterns and animations allover the 
cross, or in the central horizontal part to display still or scrolling messages (such as 16 cm single row news). Time/date display funtions as standard; 
temperature display as optional. The cross is supplied with a 10m cable with RS232 serial connector for the connection to the computer. Other types 
of communication such as serial communication RS422 or RS485 come as optionals. DCF77 synchronism, temperature measuring probe and humid-
ity measuring control unit as optional.  Telescopic feet. 

CROSS GAME 70 Model Version Box  
Dimension  (cm) 

 LED No. Price € 

 CROSSGAME70M Single 
Side 

70 x 70 x 11 
320  

Green 
LED 

  3.560,00 

� CROSSGAME70B Double 
Side 

70 x 70 x 16 
640  

Green 
LED 

  4.457,00 

� CROSSGAME70M 
Tricolor 

Single 
Side 

70 x 70 x 11 
320 
Red 
LED 

320    
Green 
LED 

3.668,00 

� CROSSGAME70B 
Tricolor 

Double 
Side 

70 x 70 x 16 
640  
Red 
LED 

640    
Green 
LED 

4.713,00 

CROSS GAME 70 
 

Pharmacy cross with a height of 70cm available in single face or double face version and in green or tricolor version. The cross foresees a graphic 
Led surface. By means of the equivalent software (included) it is possible to program animations allover the cross. The cross is supplied with a 1m 
cable for the serial RS485 communication and the connection to the computer. The converter RS485/USB delivered as optional is necessary. Tele-
scopic feet. 

PHARMACY CROSSES 
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OUTDOOR LED SPEED DISPLAY  

The Hitechled range also includes an external LED speed display, available in two single face versions with a silvercoloured aluminium box. 
It is system for measuring the speed of moving objects, not approved for road use; the speed displayed is an indication only. It is equipped with a radar 
to detect speed.  
 
 
·  �����������The simplest model consists of two 31cm digits to display speed. Through the equivalent software (supplied) 6 different speed levels and rele-

vant blinking can be programmed. 
·  �������������The other model consists of two 31cm digits to display speed and an alphanumeric display for eight 8cm characters to display messages. 

Through the equivalent software (supplied) six speed levels and 6 different messages can be programmed. If the message exceeds eight 
characters, the characters scroll automatically. 

 
Automatic brightness regulation. Complete with 3mm un-silk screened polycarbonate for anti-vandalism. 
 
The following options are available for both models:  
·  ����������������A RS485 / USB or TCPIP converter for managing the display through a PC 
The following is optional for the second model only:  
·  ����������������Predisposition for battery power: the display is equipped with two 12-volt rechargeable batteries and a charge controller. Best when con-

nected to street lighting 
·  ����������������Predisposition for solar panels: the display is equipped with two 12-volt rechargeable batteries and a charge controller and a connector for 

the connection to a solar panel. 

OUTDOOR LED SPEED DISPLAY 
 

Led speed display for outdoor use. Box in silver-coloured aluminium.  
 
Automatic brightness regulation.  
Available in two models, both only in single face version.  
 
 

Modello Note 
Numeric Digit 

Height 
Digit 
No. 

Character 
Height 

Character 
No. 

Box  
Dimension 

Amber LED 
Price €  

VVEL_31 Speed  Single Side 31 cm  2 / / 80x39x11 3.575,00 

VVEL_31_8 Speed + Messages Single Side 31 cm 2 8 cm 8 130x100x11 7.150,00 

ID Optionals  Price € 

TCPIP RS485  /  TCPIP o USB  CONVERTER 350,00 

PBAT PREDISPOSITION FOR BATTERIES: (only for VVEL_3 1_8) 
Best when connected to street lighting . �

825,00 

PSOL PREDISPOSITION FOR SOLAR PANELS: (only for VVE L_31_8) 
Ideal for solar panel power supply.  �

825,00 RS485 / TCPIP or USB CONVERTER 

������ �
������	
 �
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DATA PANEL FOR PHOTOVOLTAIC SYSTEMS 

The Hitechled range includes a data display for photovoltaic systems, available in 
a single face version that comes with a black aluminium box.  
It is a system for the display of:  
·  ����������������Actual power 
·  ����������������Total energy produced 
·  ����������������Emissions avoided 
 
The display consists of three rows of eight, 8cm high, alphanumeric characters.   
Automatic brightness regulation.  
Includes a non-silkscreened, antiglare methacrylate 700x1000x3mm  

DATA PANEL FOR PHOTOVOLTAIC SYSTEMS 
 

LED photovoltaic system data display for outdoor use. Black aluminium box. Available in a 
single face version.  
Automatic brightness regulation 
3 rows of 8 alphanumeric characters (height 8cm)  

Model Note 
Character 

Height Row No. 
Character 

No. 
Box  

Dimension 
Amber LED 

Price €  

VFTV_8_3_8  Single Side 8 cm  3 8 71,8x101,8x11 3.820,00 

Hitechled and SolarMax have worked together in producing 
this product. The Hitecled display is interfaced with the 
SolarMax inverter.�. 

STANDARD EQUIPMENT  

- Fixing brackets  

- Automatic brightness regulation  �

������ �
������	
 �

OUTDOOR INDICATOR APERTO/CHIUSO 
 

LED sign with display function OPEN / CLOSED, for outdoor use. Automatically ventilated box in 
black aluminium. Available in single face or double face version. Automatic brightness regulation. 
Relay operated switchover open —> closed. ( In Italian ) 
 

Model Note 
Character 

Height 
LED 

Rows 
Total LED 

No. 

Box  
Dimension 

(cm) 

Green or Blue 
Price € 

Red or Amber 
Price € 

APCHM8 
Aperto 
Chiuso Single Side 

8  
1 184 50x18x11 673,00 599,00 

APCHB8 Aperto 
Chiuso 

Double Side 1 368 50x18x16 920,00 790,00 

OUTDOOR INDICATOR LIBERO/COMPLETO 
 

LED sign with display function FREE / OCCUPIED for outdoor use. Automatically ventilated box in 
black aluminium. Available in single face or double face version. Automatic brightness regulation. 
Relay operated switchover free —> occupied. (In Italian) 
. �

Model Note Character 
Height 

LED 
Rows 

Total LED 
No. 

Box  
Dimension 

(cm) 

Green or Blue 
Price € 

Red or Amber 
Price € 

LIBCOMM8 
Libero 

Completo Single Side 

8  
1 188 56x16x11 673,00 599,00 

LIBCOMB8 Libero 
Completo 

Double Side 1 376 56x16x16 920,00 790,00 

SPECIAL OUTDOOR LED SIGNS � ������ �
������	
 �
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LED display with count-up and count-down day function for outdoor use. Automatically ventilated box in 
black aluminium. Available in single face or double face version with 3 or 4 digits. Automatic brightness 
regulation. Operated by an infrared remote control.  

Model Note 
Character 

Height 
(cm) 

Digits 
No. 

File 
Led 

LED Rows 
No. 

Box  
Dimension 

(cm) 

Green or Blue 
LED 

Price € 

Red or Amber 
LED 

Price € 

CGM15-3 UP/DOWN Single Side 

15 �
3 2 234 57x24x11 657,00 590,00 

CGB15-3 UP/DOWN Double Side 3 2 468 57x24x16 927,00 807,00 

CGM15-4 UP/DOWN Single Side 4 2 312 70x24x11 773,00 695,00 

CGB15-4 UP/DOWN Double Side 4 2 624 70x24x16 1.090,00 950,00 

CGM19-3 UP/DOWN Single Side 

19�
3 2 213 69x31x11 917,00 803,00 

CGB19-3 UP/DOWN Double Side 3 2 426 69x31x16 1.415,00 1.151,00 

CGM19-4 UP/DOWN Single Side 4 2 284 86x31x11 1.079,00 945,00 

CGB19-4 UP/DOWN Double Side 4 2 568 86x31x16 1.665,00 1.355,00 

CGM23-3 UP/DOWN Single Side 

23  

3 2 234 69x34x11 1.403,00 939,00 

CGB23-3 UP/DOWN Double Side 3 2 468 69x34x16 1.092,00 1.355,00 

CGM23-4 UP/DOWN Single Side 4 2 312 86x34x11 1.285,00 1.105,00 

CGB23-4 UP/DOWN Double Side 4 2 624 86x34x16 2.069,00 1.595,00 

CGM25-3 UP/DOWN Single Side 

25  

3 3 450 85x35x11 1.684,00 1.187,00 

CGB25-3 UP/DOWN Double Side 3 3 900 85x35x16 2.373,00 1.755,00 

CGM25-4 UP/DOWN Single Side 4 3 600 108x35x11 1.932,00 1.393,00 

CGB25-4 UP/DOWN Double Side 4 3 1200 108x35x16 2.792,00 2.065,00 

CGM33-3 UP/DOWN Single Side 

33  

3 3 582 100x43x11 2.235,00 1.470,00 

CGB33-3 UP/DOWN Double Side 3 3 1164 100x43x16 3.034,00 2.167,00 

CGM33-4 UP/DOWN Single Side 4 3 776 128x43x11 2.630,00 1.730,00 

CGB33-4 UP/DOWN Double Side 4 3 1552 128x43x16 3.570,00 2.550,00 

STANDARD EQUIPMENT  

 
····    Fixing brackets  
· Automatic brightness regulation  
····    Infrared remote control 10 m.  
 

STANDARD EQUIPMENT 

������ �
�������	
 �

OUTDOOR DAY COUNTER�
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LED CHAINS - Costant Current Controlled 

Model Led Color 
Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension (mm) 

Chain  
Lenght 

Modules per  
Packaging Price € 

uCR100X2 j Red  
620 nm 2 0,24 W 10-12 Vdc 4,2 Lm 26 x 8 x 3,6 6,16 mt 100 295,00 

uCA100X2 j Amber 
 595 nm 2 0,24 W 10-12 Vdc 4,2 Lm 26 x 8 x 3,6     6,16 mt� 100 295,00 

uCG100X2 j Green  
516 nm 2 0,24 W 10-12 Vdc 2,6 Lm 26 x 8 x 3,6     6,16 mt � 100 295,00 

uCB100X2 j Blue  
470-475 nm 2 0,24 W 10-12 Vdc 1,7 Lm 26 x 8 x 3,6     6,16 mt� 100 295,00 

uCW100x2 j White  
6.500 K 2 0,12 W 10-12 Vdc 3,5 Lm 26 x 8 x 3,6     6,16 mt � 100 295,00 

uCWC100x2j Warm White 
3.800 K 2 0,12 W 10-12 Vdc 3,5 Lm 26 x 8 x 3,6     6,16 mt� 100 295,00 

LED 
Pitch (mm) 

11 

11 

11 

11 

11 

11 

MICROCATENA ® 
2 LED modules in smd with resin to withstand humidi ty 
Distance between modules = 40 mm 
Led light system with chain modules suitable for the production of lighting systems with reduced thickness, limited or 
non linear spaces (boxed letters in direct or indirect light  up to 30cm, profiled or contoured to manufactured goods). 
The modules are fitted with a constant current regulator. The modules are already provided with a biadhesive 
tape.  The package comes with 1 chain of 6,16 m, 100 LED modules. LED View Angle 120°  

Model Led Color 
Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension (mm) 

Chain  
Lenght 

Modules per  
Packaging Price € 

HT2G100 Green 
516 nm 2 0,24 W 10-12 Vdc 2,6 Lm 37 x 10 x 3,6  7,46 mt 10 0  295,00 

HT2B100 Blue 
470-475 nm 2 0,24 W 10-12 Vdc 1,7 Lm 37 x 10 x 3,6 7,46 mt 100  295,00  

HT2W100 White 
6.500 K 2 0,12 W 10-12 Vdc 3,5 Lm 37 x 10 x 3,6  7,46 mt 10 0  295,00  

LED 
Pitch (mm) 

20 

20 

20 

MINICATENA ® 
2 LED modules in smd with resin to withstand humidi ty 
Distance between Modules = 40 mm . Led light system with chain modules suitable for the production of lighting 
systems where space is limited or non linear (boxed letters in direct or indirect light  up to 30cm, profiled or contoured 
to manufactured goods). The modules are fitted with a constant current regulator. The package comes with a chain of 
7,46 m. 
 LED View Angle 120°  

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension (mm) 

Chain  
Lenght 

Modules per  
Packaging 

Price € 

uCPW100x2  
White 

6.500 K 2 0,12 W 10-12 Vdc 3,5 Lm 26 x 8 x 3,6  3,68 mt 100  295,00 

uCPWC100x2  Warm White 
3.800 K 2 0,12 W 10-12 Vdc 3,5 Lm 26 x 8 x 3,6 3,68 mt 100 295,00 

LED 
Pitch (mm) 

11 

11 

MICROCATENA ® PITCH 15 mm 
2 LED modules in smd with resin to withstand humidi ty 
Distance between modules = 15 mm  
Led light system with chain modules suitable for the production of lighting systems with reduced thickness, limited or 
non linear spaces (boxed letters in direct or indirect light  up to 30cm, profiled or contoured to manufactured goods). 
The modules are fitted with a constant current regulator. The modules are already provided with a biadhesive 
tape.  The package comes with 1 chain of 3,68 m, 100 LED modules. LED View Angle 120°  

������ �
������	
 �

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension (mm) 

Chain  
Lenght 

Modules per  
Packaging 

Price € 

HT2G100L Green 
516 nm 2 0,24 W 10-12 Vdc 2,6 Lm 37 x 10 x 3,6  13,4 mt 10 0  299,00 

HT2B100L Blue 
470-475 nm 2 0,24 W 10-12 Vdc 1,7 Lm 37 x 10 x 3,6  13,4 mt 100   299,00 

HT2W100L White 
6.500 K 2 0,12 W 10-12 Vdc 3,5 Lm 37 x 10 x 3,6  13,4 mt 10 0   299,00 

LED 
Pitch (mm) 

20 

20 

20 

MINICATENA ® PITCH 100 MM 
2 LED modules in smd with resin to withstand humidi ty 
Distance between Modules = 100 mm . Led light system with chain modules suitable for the production of lighting 
systems where space is limited or non linear (boxed letters in direct or indirect light  up to 30cm, profiled or contoured 
to manufactured goods). The modules are fitted with a constant current regulator. The package comes with a chain of 
13,4 m. 
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Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension (mm) 

Chain  
Lenght 

Modules per  
Packaging 

Price € 

HT4R100 Red 
620 nm 4 0,60 W 10-12 Vdc 6,9 Lm 55 x 10 x 3,6 14 mt 100 3 50,00 

HT4A100 Amber 
 595 nm 4 0,60 W 10-12 Vdc 6,9 Lm 55 x 10 x 3,6 14 mt 100 350,00 

HT4G100 
Green 
516 nm 4 0,48 W 10-12 Vdc 2,6 Lm 55 x 10 x 3,6 14 mt 100 5 37,00 

HT4B100 Blue 
470-475 4 0,48W 10-12 Vdc 1,7 Lm 55 x 10 x 3,6 14 mt 100 537,00 

HT4W100 White 
6.500 K 4 0,25 W 10-12 Vdc 3,5 Lm 55 x 10 x 3,6 14 mt 100 5 37,00 

LED 
Pitch (mm) 

14 

14 

14 

14 

14 

CATENA 4 LED ®  
4 LED modules with resin to withstand humidity 
 
Distance between Modules = 84mm.  
Led light system with chain modules suitable for the production of lighting systems for large and linear spaces. 
Boxed letters in direct or indirect light  of more than 20cm, profiled or contoured to manufactured goods. 
The modules are fitted with a constant current regulator. 
The package comes with 1 chain of 14 m containing 100 LED modules (400 light points). LED View Angle 120°  

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension (mm) 

Chain  
Lenght 

Modules per  
Packaging 

Price € 

  HT5W100S� White 
6.500 K 5 1,25 W 24V dc 14 Lm 97 x 15 x 3,6 18 mt 100 938,0 0 

LED 
Pitch (mm) 

20 

CATENA 5 LED SFLUX ®  
5 LED modules with resin to withstand humidity 
 
Distance between Modules = 84mm. 
Led Led light system with chain modules suitable for the production of lighting systems for large and linear spaces. 
Boxed letters in direct or indirect light  of more than 20cm, profiled or contoured to manufactured goods.  
The modules are fitted with a constant current regulator.  
The package comes with 1 chain of 18 m containing 100 LED modules (500 light points). LED View Angle 120°.  

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension (mm) 

Chain  
Lenght 

Modules per  
Packaging 

Price € 

HT5G100 
Green 
516 nm 5 0,52 W 24V dc 2,6 Lm 72 x 12 x 3,6 16 mt 100 675, 00 

HT5B100 Blue 
470-475  5 0,52 W 24V dc 1,7 Lm 72 x 12 x 3,6 16 mt 100 675,00 

HT5W100 White 
6.500 K 5 0,27 W 24V dc 3,5 Lm 72 x 12 x 3,6 16 mt 100 675, 00 

LED 
Pitch (mm) 

16 

16 

16 

CATENA 5 LED ®  
5 LED modules with resin to withstand humidity 
 
Distance between Modules = 84mm. 
Led light system with chain modules suitable for the production of lighting systems for large and linear spaces. 
Boxed letters in direct or indirect light  of more than 20cm, profiled or contoured to manufactured goods. 
The modules are fitted with a constant current regulator.  
The package comes with 1 chain of 16 m containing 100 LED modules (500 light points). LED View Angle 120°.  

LED CHAINS - Costant Current Controlled 
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LED CHAINS -  FLUX SERIES - Constant Current Contro lled 

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension 

Modules per  
Packaging 

Price € 

FW1X25 j White 
6.500 K 25 1,3 W 24V dc 3,5 Lm 395 x 12 x 3,6 1 34,00 

LED 
Pitch (mm) 

16 

MODULO FLUX  
Module 25 LED, conformal coating to withstand humid ity 
 
Led light system with rigid module suitable for long linear spaces of lighting systems. The Module is  fitted with 
constant current regulators on board. 
Those modules can be connected in series up to a maximum of 12 pieces. LED View Angle 120°  

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension 

  Modules per  
    Packaging 

Price € 

SFW1X20 j 
White 

6.500 K 20 5 W 24V dc 14 Lm 395 x 16 x 3,6 1 40,00 

LED 
Pitch (mm) 

20 

MODULO SUPER FLUX  
Module 20 power LED, conformal coating to withstand  humidity 
 
Power Led light system with rigid modules suitable for long linear spaces of lighting systems. The modules are 
fitted with a constant current regulator on board. 
Those modules can be connected in series up to a maximum of 12 pieces. LED View Angle 120°  

������� �
������	
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Model 
Led 

Color 
Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension 

(mm) 

Modules per  
  Packaging 

Chain  
Lenght Price € 

CFW12X25 
j 

White 
6.500 K 25 1,3 W 24V dc 3,5 Lm 395 x 12 x 3,6 12 6,40 mt 42 0,00 

LED 
Pitch (mm) 

16 

CATENA FLUX  
Consists of 12 MODULES FLUX with resin to withstand  humidity 
 

Distance between modules is 15 cm 
Led light system with rigid modules suitable for large linear spaces of lighting systems. The modules are fitted 
with constant current regulators. The chain consists of 12 MODULES FLUX. 
The package comes with one chain. LED View Angle 120°  
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Related products:  
Switching Power Supply  MEAN WELL page 3 
Accessories for led chains                page 8 
Dimmer and control units for  light patterns   page 8 

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension 

Chain  
Lenght 

Modules per  
Packaging � Price € 

SCW150-8x1 j 
White 

6.500 K 1 0,40 W 24V dc 25 Lm 37 x 13 x 3,6 1,2 mt 8+1 75,0 0 

SCW150-80x1 j White 
6.500 K 1 0,40 W 24V dc 25 Lm 37 x 13 x 3,6 14 mt 80+10 * 600,00 

The chain consists of 80 LED modules plus 10 150mA constant current converters, one every 8 LED modules to control and stabilize the LED. 
A 24V Power Supply is required. 

SUPERCATENA 150 mA 
High-efficiency LED modules, conformal coating to w ithstand humidity 
 
The distance between the Leds is 15cm . 
Led light system with high efficiency chain modules suitable for the production of LED lighting systems with high bright-
ness. Modules with aluminium base for a correct dissipation of the heat developed by the system. LED View Angle 120°  
 

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension 

Chain  
Lenght 

Modules per  
Packaging � Price € 

SCW120-8x1 j White 
6.500 K 1 0,35 W 24V dc 12 Lm 34 x 12 x 3,6  1 mt 8 39,00 

The chain consists of 8 LED modules plus 1  120 mA constant current converter to control and stabilize the LED.  
A 24V Power Supply is required . 

SUPERCATENA 120 mA  
High-efficiency LED modules, conformal coating to w ithstand humidity 
 
The distance between the Leds is 15cm 
Led light system with high efficiency chain modules suitable for the production of LED lighting systems with high bright-
ness. Modules with aluminium base for a correct dissipation of the heat developed by the system. LED View Angle 120°  
  

������ �
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Model Description Output Costant Current 
(mA) 

Dimension 
(mm) 

Unit per packaging Price € 

A.C.C. 150mA  j Constant Current 
Converter 

150 60 x 13 x 7 1 pz 25,00 

A.C.C. 350mA  j 
Constant Current 

Converter  350 60 x 13 x 7 1 pz 26,00 

Imput Voltage 

         24V dc�
         24V dc�

CONSTANT CURRENT CONVERTER 
 
Constant current Converter. 
Protection grade IP65. 
 

Model Led Color Led per 
module 

Power per 
module 

Working  
voltage 

Lumen 
per Led 

Module 
 Dimension 

Chain  
Lenght 

Modules per  
Packaging � Price € 

SCW350-5x1 j White 
6.500 K 1 1,20 W        24V dc� 90 Lm 37 x 13 x 3,6 1 mt 5 60,00 

SCW350-40x1 j White 
6.500 K 1 1,20 W        24V dc� 90 Lm 37 x 13 x 3,6 10 mt 40 * 580,00 

The chain consists of 40 LED modules + 8  350 mA constant current converters , one  every 5 LED modules  to control and stabilize the LED. 
A 24V Power supply is required.� 

SCW-D-350-
5x1 j 

White 
6.500 K 1 1,20 W        24V dc� 90 Lm 37 x 13 x 3,6 1 mt 5+1** 77,00 

** The chain consists of 5 Led modules plus 1  350 mA constant current converter to control and stabilize the power supply and to dimm  the chain. 
 A 24V Power Supply is required.� 

SUPERCATENA 350 mA 
High-efficiency LED modules, conformal coating to w ithstand humidity  
  
The distance between the Leds is 25cm . 
Led light system with high efficiency chain modules suitable for the production of LED lighting systems with high bright-
ness. Modules with aluminium base for a correct dissipation of the heat developed by the system. LED View Angle 120°  
.  
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         INDOOR USE LED BAR  

MICROBARRA 30 LED SMD 
 

Rigid bars with 30 led. Power supply 12V with a TOLLERANCE of  +/- 0,3V. Simplified connection thanks to the connectors at 
the terminals and the specific cables. The bars can be cut every 3 leds (about 4,6 cm); in case of a cut it is necessary to   
reweld the male connector to the bar. Each bar is fitted as standard with 2 male connectors already assembled to the termi-
nals. LED View Angle 120°  
 Maximum 6 bars can be connected in sequence . Operating temperature -25 +70°. 

Model Led Color 
Working  
Voltage 
+/- 0,3V 

Power per 
module 

Module 
 Dimension 

(mm) 

LED 
Pitch 
(mm) 

Wave 
lenght 

nm 

Total Flux 
Lumen 

LED per 
Module 

Price € 

MB30A Amber 
 595 nm 12 Vdc 2 W 48x0,8 cm 15 595 40 lm 30 18,00 

MB30R Red 
620 nm 12 Vdc 2 W 48x0,8 cm 15 620 40 lm 30 18,00 

MB30V Green 
516 nm 12 Vdc 2 W 48x0,8 cm 15 516 24 lm 30 20,76 

MB30B Blue 
470-475 nm 12 Vdc 2 W 48x0,8 cm 15 470-475 20 lm 30 20,76 

MB30BF White 
6.500 K 12 Vdc 2 W 48x0,8 cm 15 6.500 K 90 lm 30 22,76 

MB30BC  Warm White 
3.800 K 12 Vdc 2 W 48x0,8 cm 15 3.800 K 90 lm 30 22,76 

 
 
MALE CONNECTOR TO REWELD ( 2 PINS)  
 

0,2 

 
 
SECIFIC CABLE  (10 cm) 
 
 

1,65 

������ �
������	
 �

MICROBARRA RGB  24 LED SMD 
 

Rigid bars with 24 LED RGB. Power supply 12V with a TOLLERANCE of  +/- 0,3V.  
Semplified connection thanks to the connectors at the terminals and the specific cables. The bars can be cut every 3 leds 
(about 6 cm); in case of a cut it is necessary to reweld the male connector to the bar. Each bar is fitted as standard with 2 male 
connectors already assembled to the terminals. LED View Angle 120°  
Maximum 4 bars can be connected in sequence .  Operating temperature -25 +70°. 
 

Model  Led Color  
Working  
Voltage 
+/- 0,3V 

Power per 
module  

Module 
 Dimension 

(mm) 

LED 
Pitch 
(mm) 

Flux   Lumen LED per 
Module  

Price €  
ROSSO VERDE BLU 

MBRGB24 RGB 12 Vdc 4,5 W 48x0,8 cm 19 1,2 Lm 2,6 Lm  0,6 Lm  35,00 

 
 
MALE CONNECTOR TO REWELD  (4 PINS) 
 

  

 0,4 

 
 
SPECIFIC CABLE (10 CM ) 
 

  

 3,4 

Model  Led Color  
Working  
Voltage 
+/- 0,3V 

Power per 
module  

Module 
 Dimension 

(mm) 

Flux Lumen Chain  
Lenght 

Modules  
per  

packaging  
Price € 

ROSSO VERDE BLU 

HTRGB32x3 RGB 12 Vdc 4,5 W 48x0,8 cm 1,2 Lm 2,6 Lm 0,6 Lm 5 mt 32 185,00 

LED 
Pitch 
(mm) 

19 

CATENA HT RGB  ®  
Chain with 32 modules, with 3 RGB LEDs.  
Chains ideal for boxed letters in direct or indirect light, profiled and contoured to the manufactured goods. Semplified connection thanks to the connec-
tors at the terminals of every module and the specific cables. Distance between Leds 20mm and connection cables is 10 cm. Power supply 12V with a 
TOLLERANCE of +/- 0,3V. LED View Angle 120°  
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ACCESSORIES FOR LED CHAINS   

CONTROL UNITS FOR LED - LIGHT DIMMERING � 

 Description Packaging Price € 

 

CONTROLLER HITECHLED 1 CHANNEL 
Control unit for the 1 channel LED intermittance. Power supply 8 - 24V. 
Possibility to use it as dimmer. Speed regulation of the animation. 
Electronic protection against reverse polarity. Protection grade IP20. 
Possibility to connect a maximum of modules per channel up to 5A. 
Dimensions 130x60x40 cm 
A  Power Supply is required.� 

1 pz 95,00 

 

CONTROLLER HITECHLED RGB  1 CANALE PER COLORE 
Colour control unit for 1 channel microbars RGB. Power supply 12V. 
Fading effects and colour sequence with speed setting and the possi-
bility to display still colours. Electronic protection against reverse polar-
ity. Protection grade IP20.  
Possibility to connect a maximum of modules up to 7A. 
Dimensions 130x60x40 cm 
A 12V Power Supply is required.� 

1 pz 99,00 

RGB 

POSSIBILITY TO MODIFY COLORS AND SEQUENCES BY COMPU TER �

RGB 

 RS 485

Convertitore RS485 / TCPIP o USB  

 PC TCPIP o USB 

 Tipologia Conduttore  Packaging  Price 
€ 

 
Ultrasoft cable for Led 
1 x 0,50mm²  (O.d. 1,5mm) 
Colour Grey (Ral 7035) / White (Ral 9010)  

50 mt. 35,00 

 
Insulation piercing connector with silicone gel UR2-D  
For conductors from 0,4 - 0,9 mm 
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 Model DC 
Output 

Power
(Watt) 

Dimension 
(mm) UM Price € 

 

Indoor Switching P. Sup. for Led  25 W  12 V 25 92 x 51x 28 1 pz 37,00 

Indoor Switching P. Sup. for Led  35 W  12 V 35 129 x 98 x 38 1 pz 47,00 

Indoor Switching P. Sup. for Led  60 W 12 V 60 158 x 98 x 38 1 pz 40,00 

Indoor Switching P. Sup. for Led  100 W  12 V 100 200 x 98 x 38 1 pz 45,00 

Indoor Switching P. Sup. for Led  150 W 12 V 150 200 x 112 x 50 1 pz 78,00 

 Indoor Adapter  for Led  25 W 12 V 25 80 x 55 x 32 1 pz 26,00 

AC 
Imput Range 

88 - 264 VAC 

88 - 264 VAC 

85 - 264 VAC 

176 - 264 VAC 

176 - 264 VAC 

90 - 264 VAC 

Indoor Use Switching Power Supplies  MEANWELL for L ED (12 Volt) 

SWITCHING POWER SUPPLIES FOR LED 

 Model DC 
Output 

Power
(Watt) 

Dimension 
(mm) UM Price € 

 

Indoor Switching P. Sup. for Led  25W  24 25 92 x 51 x 28 1 pz 37,00 

Indoor Switching P. Sup. for Led  60W 24 60 158 x 98 x 38 1 pz 40,00 

Indoor Switching P. Sup. for Led  100W 24 100 200 x 98 x 38 1 pz 45,00 

Indoor Switching P. Sup. for Led  150W 24 150 200 x 112 x 50 1 pz 78,00 

Indoor Adapter  for Led  25 W 24 25 80 x 55 x 32 1 pz 30,00 

AC 
Imput Range 

88 - 264 VAC 

85 - 264 VAC 

176 - 264 VAC 

176 - 264 VAC 

90 - 264 VAC 

Indoor Use Switching Power Supplies  MEANWELL for L ED (24 Volt) 

Outdoor Use switching Power Supplies  MEANWELL for LED (12 24 

 Model DC Power Dimension UM Price € 

 IP67 Switching P. Sup. for Led  18 W  12 18 140 x 30 x 20 1 pz 33,00 

� IP67 Switching P. Sup. for Led 60 W  12 60 172 x 61 x 39 1 pz 95,00 

� IP67 Switching P. Sup. for Led 100 W  12 100 222 x 68 x 39 1 pz 135,00 

� IP65 Switching P. Sup. for Led 150 W  24 150 222 x 68 x 39 1 pz 155,00 

AC 

180 - 264 VAC 

90 - 264 VAC 

90 - 264 VAC 

90 - 280 VAC 
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NOTE: 
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�

HITECHLED  Srl 
 

Via Galilei Galilei, 31 
31048 S.Biagio di Callalta (TV) Italy 

Tel.: 0422.895477 
Fax: 0422.894626 

 
www.hitechled.it 

�


